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TECHNICAL REPORT ON MAINTENANCE AND CLEANING OF BIODIGESTERS 

 

 
COMPANY: MADERERA RIO ACRE SAC. 

TECHNICIAN: JAVIER RODRIGUEZ DAVILA 

TO: Eng. MARCOS ANTONIO GALARZA MENDOZA DATE: 

02/19/2025 

GENERAL DATA: 
 

 

BRAND MODEL ABILITY 

ROTOPLAS BIODIGESTERS 10m³ 

LOCATION RIO ACRE SAC. LUMBER PLANT 

 

 
A) BACKGROUND: 

 

 Visualization of black mud. 

 Presence of grass at the water outlets 

 Presence of roots on the lid. 
 

 
B) WORKS COMPLETED: 

 

 Maintenance.: 

 
By opening valve No. 4, (biodigester compounds attached. Annex (1).) the sludge lodged 

at the bottom flows by gravity into a manhole. First, two to three liters of beige water 

flow out, then the stabilized sludge (brown). The valve is closed when the beige water 

flows out again. Depending on the use, sludge extraction is carried out every 12 months. 

In the sludge extraction box, the liquid part of the sludge 



 

It will be absorbed by the soil, retaining the organic matter which, after drying, turns into 

black powder. 

 

 Cleaning: 

 
-Cleaning of grass at the water outlet. 

-Cleaning of waste. 
 

 
C) CONCLUSIONS: 

 
Maintenance and cleaning of the biodigesters at the Rio Acre SAC Lumber Plant has been 

completed. The output of water is clear and free of foreign impurities. Appendix (2) 

 

 
ANNEXES 

Annex 01 
 
 

 



 

 
D) PHOTOGRAPHIC EVIDENCE: 

 

 



 

 

 

 



 

 

 



 

E) Attached is the quarterly maintenance plan for the biodigesters. 
 



 

 
F) Attached is the annual maintenance plan for the biodigesters. 



 

 
G) Preventive maintenance plan for the Biodigester is attached. 

 
 
 
 

 


