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MADERACRE TIMBER
Code:

Version:

Product: SOLID FLOORING 19 mm

Date: 16/05/2025

MOISTURE
CONTENT:

SOLID FLOORING 19 mm

PROFILE: T&G-4S-MB4 / SE.

PRESENTATION In standard packaging. "Review the classification and packaging manual.".

APPLICATIONS: Indoor use for both residential and high traffic commercial use.

SHAPE:

T&G-4S-MB4 (micro-bevel) O T&G-4S-SE

NOTE: No structural analysis or load testing has been performed on this product. The determination of
appropriate use conditions remains the responsibility of the end user/contractor

DIMENSIONS:

Thickness (mm) Width (mm) Length (mm) Thickness (mm) Width (mm)

19 57.2

19.05

57.2

Largo (mm)

(- 10mm/+ 5mm)

19 82.6 82.6

19 101.6 101.6

Length (mm)

304mm
a 2134mm

Nominal
2134mm

Thickness (mm)

(+/- 0.17)

Width (mm)

(+/-0.13) mm

(+/-0.17) mm

(+/-0.17) mm

Length (mm)

(+/- 0.5)

19 127 127 (+/-0.2) mm

Note: In B quality, lengths up to 250 mm are accepted in all widths.

Invoice Dimensions Cutting Dimensions Tolerance

304mm a 2134mm

304mm a 2134mm

304mm a 2134mm

304mm a 2134mm

Up to 1/3 core missing for grade A and up to 1/2 core missing for grade B are acceptable along the length of the piece and on
the heads and edges. Small scratches visible against the light and burn marks produced by the molding heads on the face

are acceptable. Very small scuffs along the length of the piece, roller marks, and a gap in the middle of the piece are
acceptable only on the back side. Faces stained by external agents (grease, oil, etc.) are not acceptable.   

1). KD 6% - 9%. 5% of pieces are accepted at 5% and 10% of pieces are accepted at up to 12%.

2). KD 10% - 12%. 5% of pieces accepted at 5% and 10% of pieces accepted at up to 14%.

QUALITY: - A (Only the face without sapwood, pits, dead knot, cracks and splits) and may have a tolerance of defects of 5%

- B (some sapwood, some pitting).

TWIST CROOK BOW CUP

As long as it is corrected
with minimal pressure.

As long as it is corrected
with minimal pressure.

As long as it is corrected
with minimal pressure. Not accepted.

SQUAD

Up to 0.04 mm of
clearance per 25 mm
of width is permitted
in the fitting of heads

of re-ended parts.
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