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Product: BOARDS - WOOD PANEL

Species: Wood of species Cerejeira, Guariuba, Cumaru, Garapa, Jatobá and others FSC 100%

Date: 16/05/2025

PRESENTATION: In standard packaging. Wooden base, strap, and clear plastic cover.

APPLICATIONS: Use in general furniture manufacturing, with good performance indoors and outdoors under some type
of cover/roof. Non-structural use.

NOTE: No structural analysis or load testing has been performed on this product. The determination of
appropriate use conditions remains the responsibility of the end user/contractor

BOARDS - WOOD PANEL 

QUALITY: "A". One side is considered to be of A quality and the other side is considered to be A/B.

WARRANTY: 1 year (avoid using abrasive products when cleaning).

MOISTURE:

FINISHING:

Kiln-dried at 10% - 14%. Up to 10% of pieces with 9% moisture content and 10% of pieces with up to
16% moisture content are acceptable.

SHAPE: Rectangular with squareness (up to 3mm of squareness is acceptable at both ends).

Note: Special dimensions can be worked upon minimum order.

Sanded on both sides, with the possibility of wood with edges rectified on a disc.

DESCRIPTION: Made from solid wood slats formed by pieces joined at the ends by a "toothed" joint (-2 mm/+5 mm) and
subsequently edge-glued. It is the ideal product for countertops, furniture, decoration, carpentry, flat
surfaces, etc. It adapts to all traditional uses of wood..

DIMENSIONS: TOLERANCE:

Nro Thickness (mm) Width (mm) Length (mm)

1 18 o 20mm 600mm 2440mm

Largo (mm)

(- 10mm/+ 5mm)

2 32mm 600mm 2440mm (- 10mm/+ 5mm)

3 18 o 20mm 1220mm 2440mm (- 10mm/+ 5mm)

Thickness (mm)

(- 0.5/+ 0.5) mm

(- 0.5/+ 0.5) mm

(- 0.5/+ 0.5) mm

Width (mm)

(- 1.0/+ 2.0) mm

(- 1.0/+ 2.0) mm

(- 1.0/+ 2.0) mm

Length (mm)

(- 5mm/+ 5mm)

(- 5mm/+ 5mm)

(- 5mm/+ 5mm)

4 32mm 1220mm 2440mm (- 10mm/+ 5mm)(- 0.5/+ 0.5) mm (- 1.0/+ 2.0) mm (- 5mm/+ 5mm)

FINGERJOINT
STRUCTURE: 1). Fingerjoint part lengths range from 150mm to 900mm.

2). Vertical finger joint position (teeth are visible on the face of each blade).

3). Glueing of parts with special adhesive of EN 204 Class D4 standard, free of Formaldehyde.

STRUCTURE
BRACKET:

- Los listones tienen las siguientes características:1). Thicknesses: 18, 20 and 32 mm.

2). Width: > 20 mm and < 80 mm (symmetrical presentation).

3). Glueing of sheets with special adhesive of EN 204 Class D4 standard, free of Formaldehyde.

4). Pieces glued with T&G alike profile on the edge for better adhesion and stability.

-The pieces have the following characteristics:

-The slats have the following characteristics:
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Product: GROOVED WOOD PANEL HARDWOOD 

Date: 16/05/2025

PRESENTATION: In standard packaging. Wooden base, strap, and transparent plastic cover.

GROOVED WOOD PANEL HARDWOOD 

QUALITY: "A". One side is considered to be of A quality and the other side is considered to be A/B.

WARRANTY: 1 year (avoid using abrasive products when cleaning).

APPLICATIONS:

SHAPE: Squareness: Up to 1mm of squareness is acceptable at both ends.

Note: Special dimensions can be produced.

For decorative use.

FINISHING: Sanded on both sides in a general manner. Wood may have edges sanded with a disc.

IMPORTANT: No torn fiber (DENTING) is allowed on the faces, small scratches noticeable by brushing are acceptable.

DIMENSIONS: TOLERANCE:

Nro Thickness* (mm) Width* (mm) Max Length (mm)

1 18 300mm 2750

Largo (mm)

(- 10mm/+ 5mm)

2 18 300mm 2750 (- 10mm/+ 5mm)

3 18 150mm 2750 (- 10mm/+ 5mm)

Thickness* (mm)

(- 0.5/+ 0.5) mm

(- 0.5/+ 0.5) mm

(- 0.5/+ 0.5) mm

Width* (mm)

(- 1.0/+ 1.0) mm

(- 1.0/+ 1.0) mm

(- 1.0/+ 1.0) mm

Width* (mm)

(- 2mm/+ 5mm)

(- 2mm/+ 5mm)

(- 2mm/+ 5mm)

4 18 150mm 2750 (- 10mm/+ 5mm)(- 0.5/+ 0.5) mm (- 1.0/+ 1.0) mm (- 2mm/+ 5mm)

STRUCTURE
BRACKET:

- Los listones tienen las siguientes características:1). Thickness of each sheet: 18mm.

Width of each slat: 50 mm (symmetrical presentation).

3). Sheet glueing: With PUR adhesive according to EN 204 Class D4.

4). It does not present Formaldehyde emissions.

5). Pieces glued with T&G alike profile on the edge for better adhesion and stability.

The slats have the following characteristics:

NOTE: No structural analysis or load testing has been performed on this product. The determination of
appropriate use conditions remains the responsibility of the end user/contractor


